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Application
Hoffman®  FTTX enclosures are designed to protect and manage fiber optic
cable for broadband delivery in outdoor applications. Constructed with
welded aluminum and coated with polyester powder paint, these enclosures
provide long-lasting protection in extreme outdoor applications.
Features
• Standard pitched roof promotes water runoff
• Available with either single- or dual-access doors on front and rear for

convenient access
• 3-point latching mechanisms and padlocking handles on doors provide

security
• Seamless foam-in-place gasket seals doors against moisture and dust
• Wind latch mechanisms on doors control door when open for

equipment maintenance
• Removable lifting lugs (2) for easy installation Interior of cabinet has

22RU of vertical rack space
• Rack angles adjustable for 19-inch or 23-inch spacing without

modifications
• Cabinet top insulation helps prevent the formation of condensation and

reduce solar gain inside cabinet. Cabinet side insulation is optional.
• Base of cabinet has a 5.00 in. (127mm)high aluminum mounting plinth

to allow for cable alignment
• Three pyramidal boots provided at base of cabinet for sealing various

sizes of cables
• All fasteners are stainless steel to maintain professional appearance in

severe outdoor climate conditions
• Grounding buss bar provided
Construction
Manufactured from Type 5052-H32 .125 in. thick aluminum
Seams continuously welded and ground smooth
Heavy gauge continuous hinge
Finish
Finish is outdoor-grade polyester powder paint (a selection of colors is
available. Standard color is RAL 1015 beige. Graffiti-resistant paints are
available. Contact your Hoffman Sales Office for details.
Industry S tandards
UL 508A Type 3, 3R, 4, 4X, 12
CSA Type 3, 3R, 4, 4X, 12
NEMA/EEMAC Type 3, 3R, 4, 4X, 12
EC60529, IP66
Designed to meet Telcordia NEBS™ GR-487, GR-63, and IEC 48D
EIA 310-D with 19 in. spacing for rack equipment
Cabinet is RoHS compliant
Accessories
Fiber Optic Cable Management Accessories
Fans
Heat Exchangers
Air Conditioners
Electric Heaters DAH2001A, DAH1001A
Fan and Heater Thermostats ATEMNC, ATEMNO
Lighting Packages
Fastener Packages
Pole-Mounting Kit

Catalog Number A x B x C (in.) A x B x C (mm) Description Nominal Size (in)
P97-10337 29.50 x 30.00 x 20.00 749 x 762 x 508 Single-Access 30 X 30 X 20
P97-10278 49.50 x 30.00 x 20.00 1257 x 762 x 508 Single-Access 50 X 30 X 20
P97-10338 29.50 x 30.00 x 20.00 749 x 762 x 508 Dual-Access 30 X 30 X 20
P97-10279 49.50 x 30.00 x 20.00 1257 x 762 x 508 Dual-Access 50 X 30 X 20

Cable Entry Boots

Door with foam-inplace
gasketing and
optional insulation

19- or 23-inch rack
mounting
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Pole Mount Kit
The pole mount kit installs on the rear of the single-access cabinets
using the hardware provided. No drilling or tapping of the cabinet
is required. Installation instructions are provided for mounting to
various types of poles.

Catalog Number Kit Includes Use With
P97-10340 Channel and hardware for attaching to cabinet 30” Cabinet
P97-10341 Channel and hardware for attaching to cabinet 50” Cabinet

FTTX Fiber Optic Cabinet Packages

72, 96 or 144 NLP Patch Panel
Convenient angled bulkhead patch panel compartment provides orderly
layout of up to 144 fiber ports (144 available in LC/LCapc only).
Standard 23 in.rack mount. Patch plates may be easily interchanged for
SC, FC, LC and ST connectors. Powder coated aluminum construction.

Catalog Number Port Density & Connector S tyle
P97-10354 72 Fiber Angled Bulkhead SCupc
P97-10260 72 Fiber Angled Bulkhead SCapc
P97-10312 96 Fiber Angled Bulkhead SCupc
P97-10293 96 Fiber Angled Bulkhead SCapc
P97-10617 144 Fiber Angled Bulkhead LCupc
P97-10119 144 Fiber Angled Bulkhead LCapc
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Fiber Management S pool
Fiber Management Spools mount inside the
cabinet and help maintain proper bends when
routing cable. Molded of black plastic.
Includes threadforming M5 mounting screws.
Slots provided on flange for Velcro™ cable
wrap.

Catalog Number Radius (in.) Radius (mm) Qty.
P97-10619 1.18 30 4

Splitter Chassis
The splitter chassis provides mounting means and support
for various sizes of fiber optic splitter modules.
Capacities range from three 1 x 16 modules to nine 1 x 32
modules. All models mount on a standard 23 in. rack.

   Connection    Connection
Catalog Number Module Cutout s Module Cap acity RU
P97-10209 3 1 x16 or 1x8 1
P97-10211 3 1 x32 2
P97-10210 9 1 x16 or 1x8 3
P97-10336 9 1 x32 5

FTTX Fiber Optic Cabinet Packages

1x8, 1x16 or 1x32 PLC S plitter Modules
SCapc input port : LCapc output ports, designed to fit exclusively into the
Hoffman® Splitter Chassis. Available in 8, 16 or 32 port densities.
Designed for FTTx applications constructed of V-0 flame rated polycarbonate
which provides robust protection for the sensitive splitter housed within. Also
available in a ”legged” version which further reduces the insertion loss
budget. Legged versions are constructed with temperature hardened
furcation tubing.

Catalog Number Module Port Density Input/Output Connector S tyle
P97-10386 1 x 8 (SCupc / SCupc)
P97-10157 1 x 8 (SCapc / SCapc)
P97-10632 1 x 8 (SCupc / LCupc)
P97-10668 1 x 8 (SCapc / LCapc)
P97-10667 1 x 16 (SCupc / LCupc)
P97-10113 1 x 16 (SCapc / LCapc)
P97-10666 1 x 32 (SCupc / LCupc)
P97-10208 1 x 32 (SCapc / LCapc)
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288 Port FTTx Cabinet
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Catalog Number Configuration Use With
P97-9860 Storage (no Splice Tray or adapters)
P97-9890 12 SCapc Patch & Splice also available in ST, SC, FC or LC (upc or apc)
P97-10118 24 LCapc Patch & Splice also available in ST, SC, FC or LC (upc or apc)

19/23” Rackmount Patch & S plice or S torage NLP  Panel
Available in Storage, Patch & Splice or Patch configurations.
Storage configuration ideal for FTTx cabinet slack storage and
patch & splice configurations ideal for FTTx Feeder cable
application.
Slide out tray allows for easy access.
Two standard “6 Pack” mounts accept variety of adapter styles.
Available with the following adapter* styles and densities:

ST, FC SC & LC
* Adapters available in Multimode and Singlemode

Removeable splice tray option facilitates easy access for splicing.
Routing arcs provide space for storage.
Available uncabled or in convienent pre cabled multifiber stub
options or with factory installed simplex pigtails for easy splicing.
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